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Diatomic
Nano Technology

Diatomic Nano Technology

CS-Matrix (Ceramic System Matrix)
is a system of placing the graphite so that it allows 
the lowest amount of epoxy resin. Due to the nano-
technology we create a material of the highest class. The 
second step though is complicated: the following layers 
must be placed in a special manner so that the final 
product encompasses the precise highest parameters. 
This requirement can be met when the amount of epoxy 
resin will be lowered to the point when graphite and 
resin will be come a homogenous ceramics. 

Diatomic Nano Technology 

is a mile-long step in the high-modulus graphite 
rods business. In 2006, after many laboratory 

tests and trials, we dared to introduce the first blanks made in the RNT technology 
which opened a whole new chapter in fishing. The on-going development of the 
technology allowed us to produce equipment that was not possible to obtain just 
a few years ago due to material deficiency. The base of the DNT technology is 
the molecular level production supervising – crystal-like placement of the carbon 
particles creates “invincible” material capabilities. This material has the highest 
durability parameters and is used by NASA to construct elements meant for 
space.

The base for such exceptional features of the DNT rods are the two, key elements: 
CS-Matrix (Ceramic System Matrix) and HP-Core (Hyper Power Core).

HP-Core (Hyper Power Core)
Building the blank starts from placing the internal core  
– it’s a base for the next graphite layers. The core 
construction could be used not only as a ‘basis’ but it can 
be also designed to bear the circular loads therefore to 
become an element preventing ovalization of the blank.

Bending of the rod made of a thin-wall tube always 
generates horizontal pressure which in the first phase 
leads to the ovalization of the diameter and then to 
deformation and damage. HP-Core describes the way 
of constructing the core that  eliminates the possibility of 
ovalizing the diameter in the scale of the aforementioned 
loads.
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This outstanding competition rod was developed with help and advice of the best Belgian competition 
professionals, and was tested by the elite of the international champions.
During the 2 years tests it performed perfectly on the waters of Benelux, Italy, Hungary, Slovakia and 
Poland. All professionals always repeated the only opinion: ‘marvelous, the world class canal pole’. 
Its excellent rigidity, superb balancing and lightness give unforgettable impressions during the fishing. 
Operating with this rod is really pleasure. The highest class carbon material (85 mln PSI) gives the power 
and strength , while the rod still stays light and impact resistant. Available accessories like tops, tips, 
raise its market value. Competition MVDE is just ‘gold medal pole’.

	 Catalogue	 Catalogue	 Length	 Sections	 Transp.	 Weight 
	 name		 number	 (cm)	 transp.	 length

Competition 13-10	 11W-TV-300	 1265	 9	 175 cm	 898 g
 	 4 element top	 11W-TV-3T1	 470	 4		
 	 2 element carp top	 11W-TV-3T3	 323	 2		
	 tip		  11W-TV-3S1	 76	 1		
	 carp tip	 11W-TV-3SK	 164	 1		

Competition 13-10 (Hi-Modulus 85 mln PSI)

Super poles, super offer, and super possibilities. Thirteen-meters model with a 75-centimeter-long exten-
sion, attachable tops (a special carp top) and different tips (carp tip available). A set every sports angler 
dreams of. Highest production class (ceramic technology), and top-notch parameters.

	 Catalogue	 Catalogue	 Length	 Sections	 Transp.	 Weight 
	 name		 number	 (cm)	 transp.	 length

Primera TX 13-10	 11W-TT-300	 1260	 9	 175 cm	 995 g
	 75 cm extension	 11W-TT-3E1	 75	 1		
		 4 element top	 11W-TT-3T1	 460	 4		
	 2 element top	 11W-TT-3T2	 190	 2		
	 2 element carp top	 11W-TT-3T3	 330	 2		
	  tip		  11W-TT-3S1	 66	 1		

TX 13-10 (Hi-Modulus 80 mln PSI)

The most impact 
exposed parts are additionally 
supported with Woven Carbon Tape K2
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Artur Kulka – Champion of 2009 
in Grand Prix of Poland uses 
Robinson rods

Robinson Team again on dais!

The youngest member of 
Robinson Team – Łukasz 
Adamczyk. Great young 
talent. He already defeated 
some older colleagues.
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MAGNUS 
Middle class competition pole at the exceptional price. It can be used at both the competition fishing 
and no professional events as well. Magnus is very well balanced put over rod. With proper float set 
can be used for all sizes species. The rod is made in CS Matrix technology what guarantees great 
power and impact resistance.
	 Catalogue	 Catalogue	 Length	 Sections	 Transp.	 Weight 
	 name		 number	 (cm)	 transp.	 length

Magnus MX 13-10	 11W-TM-300	 1227	 9	 175 cm	 920 g
	 90 cm extension	 11W-TM-3E1	 90	 1		
	 4 element top	 11W-TM-3T1	 449	 4		
 	 2 element carp top	 11W-TM-3T3	 302	 2		
	 tip		  11W-TM-3S1	 66	 1		
	 carp tip	 11W-TM-3SK	 154	 1		

Magnus MX 13-10 (Hi-Modulus 62 mln PSI)

Silverstone – an evolution of the Xenon Long Pole model realised through introducing additional 
elements to the technological process. The means of the Hyper Power Core (HP-Core) allowed 
us to enhance almost every mechanical element of the construction – stiffness, weight and 
bending abilities. Every element was controlled with an ultrasound defectoscope.

The new customized version of the reliable Robinson Long Pole. 11 meters pole, designed in the technol-
ogy using low resin content graphite composition. The pole was tested by experts of the Robinson Team 
and is recommended by them as exceptional example of the extreme tournament rod.
Expert Tip: At last a pole the trainers waited for. A great construction enabling universal training, 
especially of younger anglers.

BX 1100

	 Catalogue	 Catalogue	 Length	 Sections	 Transp.	 Weight 
	 name		 number	 (cm)	 transp.	 length
Silverstone BX 1100	 11W-TB-100	 1100	 8	 160 cm	 1138 g
	 75 cm extension	 11W-TB-1E1	 60	 1		
	 4 element top	 11W-TB-1T1	 523	 4		
	 2 element carp top	 11W-TB-1T3	 265	 2		
	 tip		  11W-TB-1S1	 136	 1		
	 carp tip	 11W-TB-1SK	 136	 1		

950 cm competition rod for shortened set fishing. Light, strong, very handy on the fishing place. Excel-
lent parameters, excellent design!
Expert Tip: I recommend that as ‘spare’ rod for the competition. It’s great while fishing from the first fret 
where the fish gather.

BX 950

	 Catalogue	 Catalogue	 Length	 Sections	 Transp.	 Weight 
	 name		 number	 (cm)	 transp.	 length

Silverstone BX 950	 11W-TB-095	 950	 8	 152 cm	 750 g
	 3 element top	 11W-TB-0T1	 271	 3		
	 tip	 	 11W-TB-0S1	 85	 1		
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Top series of the specialist rods for ‘Bolognese’ method, made by means 
of high modulus graphite technology. All models are extremely light, 
fantastically flexible and have a perfect action. Generally these are 
the rods designed for light-to-medium rigs with weight up to 20 grams. 
Precise equipment with SIC rings, very adequate construction.

Catalogue nr	 Length (cm)	 Sections	 Cast. weight	     Transp. length

11W-BO-T50	 500	 5	 8-20 g	 136 cm
11W-BO-T60	 600	 6	 8-20 g	 136 cm
11W-BO-T70	 700	 7	 8-20 g	 136 cm
11W-BO-T80	 800	 8	 8-20 g	 136 cm

TX Hi-Modulus to 80 mln PSI

A series of specialist rods for ‘Bolognese’ method with thickened 
blanks. Specific construction enables the possibility of using heavier 
rigs with weight up to 25 grams and makes twitching the bigger fish 
easier (sure haul even in a strong current).

Catalogue nr	 Length (cm)	 Sections	 Cast. weight	     Transp. length

11W-BO-M38	 380	 4	 10-30 g	 123 cm
11W-BO-M48	 480	 5	 10-30 g	 123 cm
11W-BO-M58	 580	 6	 10-30 g	 123 cm

MX Hi-Modulus to 62 mln PSI

A series of ‘Bolognese’ rods that can be used with the heaviest rigs 
(weights up to 30 grams). The guarantee of high reserve power is the so 
called multimodulus graphite technology which was effectively used in 
the SX construction (three types of graphite with different stiffness were 
used). New Robinson ‘Bolognese’ rods have been intensively tested in 
European waters by the specialists from Poland, Italy and Slovakia.

Catalogue nr	 Length (cm)	 Sections	 Cast. weight	     Transp. length

11W-BO-B50	 500	 5	 10-30 g	 115 cm
11W-BO-B60	 600	 6	 10-30 g	 115 cm

BX Hi-Modulus

Master married couple – members of Robinson Team. Lidia Kulka 
– Polish champion individual women 2008, and Artur Kulka Polish 
champion individual men 2008. 

SIC guide with ultralight frames used  
in Robinson bolonese rods
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VDE-Robinson Team Pole

Generation of poles designed with the experience gained by the Rob-
inson Team. Light, stiff and perfectly balanced, resistant for accidental 
damage – these are the main advantages of these rods. All of them 
were tested by experts and all were given positive marks. Wide range 
of available lengths (5–9 m) makes you able to choose the suitable 
model for the right environment.
	Catalogue nr	 Length (cm)	 Sections	 Transp. length

11W-PS-T50	 500	 5	 138 cm
11W-PS-T60	 600	 6	 138 cm
11W-PS-T70	 700	 7	 141 cm
11W-PS-T80	 800	 8	 129 cm
11W-PS-T90	 900	 9	 129 cm

TX Hi-Modulus to 80 mln PSI

Three poles designed for extremely hard fishing conditions – with very 
strong side wind. The built-in reserve power system makes fishing the 
big species always precise. A very good rod.

	Catalogue nr	 Length (cm)	 Sections	 Transp. length

11W-PS-M50	 480	 5	 127 cm
11W-PS-M60	 580	 6	 127 cm
11W-PS-M70	 680	 7	 127 cm

MX Hi-Modulus to 62 mln PSI

‘Economic’ version of the new generation of Robinson full-rig rods. Two 
universal models measuring 5 and 6 m which can be used in nearly every 
environment. Carefully produced, addressed both for the ‘beginning’ 
and the ‘professional’ enthusiats of the full-rig angling. Their durability 
is an excellent feature guaranteeing use for many seasons.

	Catalogue nr	 Length (cm)	 Sections	 Transp. length

11W-PS-B50	 500	 5	 129 cm
11W-PS-B60	 600	 6	 129 cm

BX Hi-Modulus

Satelite, Galaxy and Alborella are new generation 
of poles. Rods made with the latest Robinson technologies 
– RNT, CS-Matrix and HP-Core and high quality materials  
(Top Grade) with very high stiffness modules. The use of ultra-
sound defectoscopy makes them all invulnerable. 

	Catalogue nr	 Length (cm)	 Sections	 Transp. length

11W-PV-060	 585	 6	 137 cm
11W-PV-070	 686	 7	 140 cm
11W-PV-080	 784	 8	 140 cm

VDE-Robinson Team HMC Pole

Very ‘quick’, stiff, light, impact resistant, lovely balanced pole. The very 
attractive price makes this top class rod available for all anglers.

VDE-Robinson Team High Speed Pole

	Catalogue nr	 Length (cm)	 Sections	 Transp. length

11W-PV-H50	 477	 5	 132 cm
11W-PV-H60	 582	 6	 132 cm
11W-PV-H70	 685	 7	 132 cm

The same as ‘13’ Competition, these 3 telescopic VDE-Robinson Team 
poles have been designed on the basis and with advice of the Belgian 
champions. Very light, stiff, impact resistant, perfectly balanced – these 
are the most important characteristics. They are especially useful on 
middle distances, and the flows with rather shallow and clear water, 
where thanks to their slimness they are not visible for fish. 
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New, excellent whips introduced in four lengths – 5, 6, 7, and 8 me-
ters. Ultralight, stiff, ideal load balance. Classic finish. A musthave 
bestseller!
	Catalogue nr	 Length (cm)	 Sections	 Transp. length

11W-PG-T50	 500	 5	 131 cm
11W-PG-T60	 600	 6	 131 cm
11W-PG-T70	 700	 7	 131 cm
11W-PG-T80	 800	 8	 131 cm

TX Hi-Modulus to 80 mln PSI

Three new poles in a range of standard lengths: 5, 6, 7 meters. Light, 
stiff, ideally balanced. They can handle heavy loads and can be 
effectively used for larger fish. New Robinson technology liquidates 
old price boundaries.
Expert Tip: An excellent common bream pole, especially for lake and 
pond boat fishing.
	Catalogue nr	 Length (cm)	 Sections	 Transp. length

11W-PG-M50	 500	 5	 128 cm
11W-PG-M60	 600	 6	 128 cm
11W-PG-M70	 700	 7	 128 cm

MX Hi-Modulus to 62 mln PSI

New proposition of poles in the Robinson offer. Super quality. Uncom-
monly comfortable, produced with high modulus graphite technology 
and full computer aid.
Expert Tip: For all who like to fish without a reel but seek a rod that 
is economical.

	Catalogue nr	 Length (cm)	 Sections	 Transp. length

11W-PG-B35	 350	 4	 106 cm
11W-PG-B40	 400	 4	 119 cm
11W-PG-B45	 450	 5	 119 cm

BX Hi-Modulus

Light telescopic pole for fast bleak fishing. Professional class poles ad-
dressed mainly for tournament anglers. Full carbon tip guaranteeing 
sure use without any risk of accidental damage. Poles that are excellent 
even with strong side wind.

	Catalogue nr	 Length (cm)	 Sections	 Transp. length

11W-AL-T30	 300	 4	 105 cm
11W-AL-T35	 350	 4	 105 cm
11W-AL-T40	 400	 5	 105 cm
11W-AL-T45	 450	 5	 105 cm
11W-AL-T50	 500	 6	 105 cm

TX Hi-Modulus to 80 mln PSI

Economical version of technically customized telescopic rod for bleak 
and other small fish. Light, ideally balanced, they can cope with any 
environment. Multilayer blank construction guarantees handling even 
very heavy loads without the risk of damaging the construction. Fantastic 
price-to-quality ratio grants a good impact on the market.

	Catalogue nr	 Length (cm)	 Sections	 Transp. length

11W-AL-M30	 300	 4	 110 cm
11W-AL-M35	 350	 5	 100 cm
11W-AL-M40	 400	 5	 110 cm
11W-AL-M45	 450	 6	 103 cm
11W-AL-M50	 500	 6	 113 cm

MX Hi-Modulus to 62 mln PSI


